
BEWI Circulum® Range
BEWI RAW extends its range with the grades from the newly integrated plant in 
Wismar (Germany). Our portfolio now includes suspension grades with various 
features, extrusion grades and specialty products.  
 
By re-using and recycling our products,  
we, together with our customers, will pursue our goals.

Circulum®

1.4 - 2.5 mm 
K-210p

1.0 - 1.6 mm
NF-414e
NF-454e

0.6 - 1 mm
B-780p  NF-654e
A-710p  NF-714p
K-710p   B-710w/R311
K-710e K-710w/R312
K-750p K-750w/S3312
NF-614e K-740w/S332 

1.2 - 2.5 mm
K-310p  NF-314p
K-330p

0.85 - 1.3 mm
B-580p

0.4 - 0.7 mm
B-980p  NF-814e
A-910p  NF-914p
K-910p  K-910W/R411
K-910e K-950w/S4311
K-950p

1.0 - 1.8 mm
B-480p  K430w/S214
K-410p  K-450w/S2314
K-430p  K-440w/S232 
K410w/R211

0.8 - 1.6 mm
K-510p  GF-514p
K-510e  NF-514p
K-550p
G-510p

0.35 - 0.6 mm
K-1010e

Sustainability is key

RECYCLED GRADES
RE-510e/p
RE-710e/p

Specialties

COLOURED
MOULDINGS
X-510F Black
X-414F Orange
X-509R Grey

WATER
FILTRATION
X-1417R OX
X-1619R OX
X-1822R OX
X-225K UNC

IMPACT
ABSORBING
X-HT211F
X-HT210R Grey
X-HT411 Grey
X-HT611R Grey
X-HT812R Grey

Product Type Bead Size Speciality Range Production site
A Anti-Static 2 1.8-2.5mm 0 Uncoated 0 Standard e Etten-Leur (NL)
B Packaging 3 1.2-2.5mm 1 Normal 4 Flame retardant p Porvoo (FI)
G Grey 4 1.0-1.8mm 2 Wismar coating 5 Specialty w Wismar (D)
K     Construction & Packaging 5 0.8-1.6mm 3 Low water absorption
GF Grey Flame Retardant 6 0.7-1.1mm 4 4% pentane
NF Flame Retardant 7 0.6-1.0mm 5 5% pentane
RE Recycle 8 0.5-0.7mm 8  BEWICell

9 0.4-0.7mm
10 0.35-0.6mm

BEWI RAW produces specialty grades developed to meet specific industry goals such as impact and heat resistance, 
colours and beads suited for water filtration.
Should you have a need that is not covered by the below range, please contact us for further assistance.

For queries, please contact us at order.raw@bewi.com
Production sites: Etten-Leur (NL), Porvoo (FI), Wismar (DE)  
 
www.bewi.com/raw


