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NORDIC PACKING 
MACHINE A6
CUSTOM MADE

Pos 1. 

The products to be delivered with higher / lower feet and possibly longer / shorter conveyors. 

The  machine feeds on Nordic Bag adapted to the frozen fish blocks. Predefined sizes. Fish 
blocks are inserted into a bag with a pusher, and further sealed. Then carried down to the 
cargo hold or to a possible palletizing station. Functions are operated on control cabinets. 

3D model available.

Price NOK / EUR / USD

Delivery time 4 months

FCA AALESUND 

Technical specification Packing line A6 :

Packingline:
- Capacity Approx 5.5 blocks pr/min.
- Connection nettwork 230-volt 1 phase
- Course 16 amps. 2kW

Weldingmachine (integrated)
- Connection nettwork 230, 440 or 480-volt 3 phase. 

(Type volt when ordering)
- Course 32 amps 6kW

- Temp weldingmachine 250 °C
- Connection stable air 7 bar. Consumption 500 l.min
- Conveyors Frequency controlled - approx. 0, 45 m/sec

- Machine height 2100mm Adjustment
- Machine length 4100mm
- Machine width 920mm
- Machine weight Approx 800kg
- Ethernet connection Yes 
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NORDIC PACKING 
MACHINE A1
CUSTOM MADE

Pos 1. 

The products to be delivered with higher / lower feet and possibly longer / shorter conveyors. 

The machine feeds on Nordic Bag adapted to the frozen fish blocks. Predefined sizes. Fish block are 
inserted into a bag with a pusher, and further sealed.Then carried down to the cargo hold or to a 
possible palletizing station. Functions are operated on control cabinets. 

3D model available.

Price NOK / EUR / USD

Delivery time 4 months

FCA AALESUND

Technical specification Packing line:

Packingline:
- Capacity Approx 5.5 blocks pr/min.
- Connection nettwork 230-volt 1 phase
- Course 16 amps. 2kW

Weldingmachine (integrated)
- Connection nettwork 230, 440 or 480-volt 3 phase. 

(Type volt when ordering)
- Course 32 amps 6kW

- Temp weldingmachine 250 °C
- Connection stable air 7 bar. Consumption 500 l.min
- Conveyors Frequency controlled - approx. 0, 45 m/sec

- Machine height 2000mm Adjustment
- Machine length 4000mm Approx
- Machine widht 2000mm Approx
- Machine weight Approx 800kg
- Ethernet connection Yes
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NORDIC WELDING 
MACHINE VERTICAL
CUSTOM MADE

Pos 1. Vertical. Draw. No. V101756

The products are delivered for vertical welding. Can also be delivered with built-in pusher.

The machine closes Nordic Bag adapted to frozen fish blocks. Predefined sizes. Fish blocks are placed 
in the bag and on to the welding machine to be closed. Then carried down to the cargo hold or to a 
possible palletizing station. Functions are operated on control cabinets.

Price NOK / EUR / USD

Delivery time 4 weeks.

FCA AALESUND

Technical specification weldingmachine 25-50kg:

- Capacity 8-10 blocks pr/min.
- Connection network 230V / 440V or 480V 3 phase.
- Course 25 amps. 6kw 
- Temp weldingmachine 250 °C
- Welding time 4 sec.
- Stable air 7 bars. 10 l. Min
- Machine weight Approx. 80kg
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NORDIC WELDING 
MACHINE HORIZONTAL
CUSTOM MADE

Pos 1. Horiontal. Draw. No. V111932

The products are delivered for horizontal welding /sealing of bags. 

The machine seals Nordic Bag adapted to frozen fish blocks. Predefined sizes. Fish blocks are placed 
in the bag and move on conveyor to the welding machine to be sealed. Then carried down to the 
cargo hold or to a possible palletizing station. Functions are operated in control cabinet.

3D model available.

Price NOK / EUR / USD

Delivery time 4 weeks.

FCA AALESUND

Technical  specification weldingmachine 25-50kg:

- Capacity 8-10 blocks pr/min.
- Connection network 230V / 440V or 480V 3 phase.
- Course 25 amps. 6kw 
- Temp weldingmachine 250 °C
- Welding time 4 sec.
- Stable air 7 bars. 10 l. Min
- Machine weight Approx. 80kg



Additional
EXPANDED BAG MAGAZINE PRICE NOK / EUR / USD

RUN OF 150 MM BLOCKS PRICE NOK / EUR / USD

On request: 
Machine for double blocks. 
Weight integrated. 
Printer integrated. 




