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REACH regulations do not require a REACH Safety Data Sheet for BEWI uniPIR and conPIR
products. This Product Safety Information was prepared in accordance with EC-REGULATIONS
1907/2006 (REACH), Annex Il for informational purposes only.

Section 1. IDENTIFICATION OF THE SUBSTANCE/MIXTURE AND OF THE
COMPANY/UNDERTAKING

1.1
Product identifier BEWI uniPIR boards
BEWI conPIR boards
Product name Coated rigid polyisocyanurate foam
Synonyms PIR foam

1.2 Relevant identified uses of the substance or mixture and uses advised against

Identified use(s) Rigid polyisocyanurate insulation for
thermal insulation of buildings

Uses advised against None known

1.3 Details of the supplier of the Product Safety Information

Company name UAB “Baltijos polistirenas”

Company address S. Lozoraicio g. 15A, Garliava, 53229,
Lithuania

Telephone +370 37 551423

E-mail info@bewi.lt

Website www.bewi.com

Section 2. HAZARDS IDENTIFICATION

2.1 Classification of the substance or No classification applicable
mixture
2.2 Label elements No specific labelling requirements
2.3 Other hazards Changes in shape and size using abrasive

equipment (cutting, sanding, milling) may
generate dust. Excessive amounts of dust
may irritate skin, eyes, respiratory system.
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Section 3. COMPOSITION/INFORMATION ON INGREDIENTS

Be=W/
Core Rigid thermoset urethane —

polyisocyanurate (PIR) —as defined by
European Standard EN 13165

Facings Composite foil (uniPIR)
Composite paper (conPIR)

Section 4. FIRST AID MEASURES

4.1 Description of first aid measures

Inhalation If dust is inhaled, remove the person to
fresh air.

Eye Contact Dust should be flushed with water.

Skin Contact After handling wash using soap/proprietary
cleanser.

Ingestion If dust is ingested, drink plenty of water.

4.2 Most important symptoms and effects, both acute and delayed

Inhalation Dust is non-hazardous. May temporarily
irritate.
Eye Contact May temporarily irritate.

Dust should be flushed with water.

Skin Contact Non-sensitizing.
Temporary irritation.

Ingestion No information available.
4.3 Indication of immediate medical attention and special treatment needed
Unlikely to be required but, if necessary, should be treated symptomatically.

Section 5. FIRE-FIGHTING MEASURES

5.1 Extinguishing Media
Suitable Extinguishing Media Water spray, foam, dry powder, or CO2
Unsuitable Extinguishing Media Not applicable

5.2 Special hazards arising from the product

Even though PIR does not sustain fire and is hard to ignite, taking precautions against
ignition, fire spread, and combustible products vicinity is necessary.
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PIR can combust under severe fire conditions, forming various carbon oxides. Product
should not be burnt in the open air; fumes could be hazardous.

5.3 Advice for firefighters

Firefighters should wear complete protective clothing including self-contained
breathing apparatus. Burning foam should be saturated with water.
Dust is classified as weakly explosive (St. Class 1).

Section 6. ACCIDENTAL RELEASE MEASURES

6.1 Personal precautions, protective equipment and emergency procedures

The creation of dust should be avoided. In the case of high dust levels, the use of
respiratory system protection is highly recommended.

6.2 Environmental precautions

The product or its parts should be disposed of appropriately. Possible dust and scraps
created during the application of the product should be collected and disposed of
according to the local law.

6.3 Methods and material for containment and cleaning up

The product should be applied in @ manner to create the least possible amount of
leftover material. The amount of dust created should be minimal. If the amount of dust
is high, it should be vacuumed or dampened with water and swept. Collected dust
should be disposed of according to the local laws and regulations.

6.4 Reference to other sections
See also sections 8 and 13.

Section 7. HANDLING AND STORAGE

7.1

Precautions for safe handling Products should be stored on the ground,
on a flat, clean surface and under cover.
The packaging used by the manufacturer is
not considered adequate protection for
outdoor storage.

Process Hazards Suitable PPE should be used during handling
and cutting. It is recommended to use a
trimming knife rather than a saw when
cutting boards.

7.2

Conditions for safe storage, including Products should be stored away from
any incompatibilities ignition hazards and direct radiant heat.
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Used to insulate the envelope of the building, from the foundation to the roof.

Storage Temperature Ambient

7.3 Specific end use(s)

Section 8. EXPOSURE CONTROLS/PERSONAL PROTECTION

8.1 Control parameters

Occupational exposure limits for PIR itself are non-existent.
Biological limit values are not determined.

8.2 Exposure controls

Inhalation Dust is non-hazardous.
It is recommended to use appropriate PPE
during cutting, milling, sanding, etc.
In confined spaces, it is recommended to
use the extraction system.

Eye Contact Eye protection is recommended during
mechanical shape changes.
In bright sunlight, it is recommended to
wear UV protective glasses during the
installation of uniPIR.

Skin Contact Non-sensitizing.
General-purpose gloves should be worn to
reduce the risk of cut hazards from the
edges of the board.
In bright sunlight, it is recommended to
wear UV protection for the skin during the
installation of uniPIR.

Other Products are non-load bearing.
The facings on uniPIR can be slippery
underfoot when wet.

Section 9. PHYSICAL AND CHEMICAL PROPERTIES

9.1 Information on basic physical and chemical properties

Appearance Yellow foam with either composite foil or
composite kraft paper

Odor Negligible

pH Neutral
Melting point Not applicable
Flash point Not applicable
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Density 35-45 kg/m3

Solubility Insoluble
9.2 Other information

None

Section 10. STABILITY AND REACTIVITY

F
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10.1Reactivity
Unreactive under normal use

10.2 Chemical stability
Stable under normal use

10.3 Possibility of hazardous reactions
Unreactive under normal use

10.4 Conditions to avoid
None specified

10.5Incompatible materials
None specified

10.6 Hazardous decomposition product(s)
None specified

Section 11. TOXICOLOGICAL INFORMATION

11.1 Information on toxicological effects
Products are non-toxic and non-irritant
11.2 Information on other hazards
None

Section 12. ECOLOGICAL INFORMATION

12.1 Toxicity
Products are inert and stable in water and soil
12.2 Persistence and degradability

PIR is not biodegradable.
PIR is persistent in the environment
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12.3 Bio-accumulative potential
PIR is an inert polymer; thus, no bioaccumulation is expected
12.4 Mobility in soil
No anticipated mobility
12.5Results of PBT and vPvB assessment
Testing is not applicable to final products
12.6 Other adverse effects

Foaming agents used in BEWI PIR products have very low Global Warming Potential
and zero Ozone Depletion Potential

Section 13. DISPOSAL CONSIDERATIONS

13.1 Waste treatment methods

PIR insulation is non-hazardous. Product dust is regarded as inert dust only.

Good practice is to minimize the amount of dust generated during installation.
Residue material should be disposed of responsibly in line with the precautions set out
in Sections 7 and 8.

Clean and undamaged products may be reused.

Waste products, including packaging, should be disposed of in accordance with local
laws and regulations of waste handling.

13.2 Additional Information
None

Section 14. TRANSPORT INFORMATION

Read section 7 in conjunction with this section.

Ensure secure loading and transport. Any means of securing the load are acceptable if
they do not damage the product.

Mechanical lifting equipment should be used when moving bulk quantities.

Section 15. REGULATORY INFORMATION

15.1 Safety, health, and environmental regulations/legislation specific to the product
No regulations applicable

15.2 Chemical Safety Assessment
No assessment required

Section 16. OTHER INFORMATION

The information contained here is provided in good faith and is based on our current
knowledge of the product. We maintain the right to update or revise this document as
necessary. The information provided in this document should not be considered as a

BEWI Lithuania / A S. Lozoraicio g. 15A, 53229 Garliava, Lithuania / P +37037 551 423 / E info.balpol@bewi.com / W bewi.com 6



BeW/

guarantee of specific performance. The users should conduct their own assessment
and make applicable staff aware accordingly.

The information is applicable only to the specific materials mentioned in Section 1.
These materials must be used in the applications it has been designed for. This
information may not be valid if the products are used in combination with any other
materials or in any other processes unless specified by the manufacturer
representatives in the text.

The information provided represents the state of our knowledge regarding materials
mentioned in Section 1 at the date of this document publication. The information
provided does not constitute a product specification and no warranty expressed or
implied is hereby made.

For further assistance please contact the manufacturer, UAB “Baltijos polistirenas”.
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