
MIN FILM THICKNESS 0.6mm

INSTALLATION TEMPERATURE 5oC to 35oC

DRYING TIME Typically 2-4 hrs

OPERATIONAL TEMPERATURE 5oC to 70oC

STORAGE Do not allow to freeze or store at temperatures above 35oC

SHELF LIFE 12 months from date of packing

SealingKit
This Jackoboard® SealingKit contains a rapid drying, brush/roller applied, single part flexible liquid membrane for use on rigid 
surfaces in bathrooms, wetrooms and showers. It can also be used to waterproof existing surfaces such as plaster, plasterboard 
or timber. You should use the liquid membrane along with the enclosed sealing tape and preformed corners in order to seal the 
joints between Jackoboard® shower bases and Jackoboard® to create a waterproof and watertight wetroom solution.

On floors subject to lateral movement such as but not exclusively limited to, chipboard, plywood or floorboards you should 
overboard with Jackoboard® to create an inert and more solid substrate on which to tile. Your floor will then have the added 
benefit of being waterproof and watertight, subject to sealing the joints between the boards with this kit, and thermally insulated 
which will transform the effectiveness of any electrical underfloor heating which you may install on top of the boards.

On walls in wet areas the liquid membrane can be applied over existing porous surfaces to prevent moisture penetration. However, 
on more substantial projects we would strongly recommend replacement or covering of existing surfaces with Jackoboard®. With 
the walls lined with these boards only the joints between the boards will require sealing with the components of the kit.

HEALTH & SAFETY
Keep out of the reach of children. In case of contact with eyes rinse immediately with water and seek medical attention. After contact 
with skin, wash immediately with soap and water. If in contact with eyes wash with plenty of water and seek medical attention if 
irritation persists. Wear suitable protective clothing, gloves and eye/face protection. If accidentally ingested do not induce vomiting, 
give water and seek immediate medical attention.
Contains: 1,2-benzisothiazol-3(2H)-one, 2 methylisothiazol-3(2H)-one,
Reaction mass of 5chloro-2-methyl-2H-isothiazol-3-one and 2methyl-2Hisothiazol-3-one (3:1).
May produce an allergic reaction.
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BEWI Insulation and Construction Ltd
tel. 01204 221089  www.bewi.com


