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For waterproofing of joints between 
Jackoboard® trays and walls

Product Description
Jackoboard® 2K sealing kit is a two-part waterproof slurry 
for sealing the taped joints around the parameter of our 
Jackoboard® shower trays. The kit consists of part A and part B 
waterproof slurry, 2 internal waterproof taped corners and 1 x 
10m roll of waterproof tape.

Surface prepartion requirements
Jackoboard® Aqua shower tray systems must be clean and 
free from any contaminates. Wipe down the surface with 
clean water and sponge and leave to dry before applying 
waterproof sealing slurry.  

Application method
Open and pour part A into the storage bucket, gently mix part 
B until a smooth consistency is achieved. Apply slurry with 
brush to clean, dry joint faces with a band slightly wider than 
the width of the waterproof tape on the walls and floors. Apply 
the tape to the slurry by pushing the tape into the joint. For 
the internal or external corners on our shower trays, use the 
preformed corner pieces first and over lap the straight tapes 
over the corner pieces. Finally, apply the 2K slurry over the top 
face of all tapes and leave to dry.

Product applications
	 For use in sealing Jackoboard® Shower trays 

Jackoboard® Waterproofing Membrane is supplied in a  
re-sealable bucket with all listed components below.  Storage 
life is 12 months if stored in dry, un-opened conditions.

Components

Part A – Liquid 
Part B – Powder
2 x internal corners
1 x 10m roll of waterproof tape

Sustainability
Our factories are managed to the highest standards of environmental compliance and our products are also independently tested to 
ensure they meet the most rigorous European standards. In addition BEWI products are designed to reduce the energy requirements of 
any building throughout its lifetime and therefore contribute significantly to a reduction in global warning.


