THERMAL INSULATION BOARDS

RECYCLABLE J 3
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DECLARED PERFORMANCE

FLAT EDGES ON FOUR SIDES

Dimensions:

2400 mm x 1100 mm
2400 mm x 500 mm

[covering area 2.64 m?]
[covering area 1.20 m?]

Essential characteristics
40 mm

Thickness, mm
50 mm 60 mm 80 mm 100 mm 120 mm

150 mm

160 mm

180 mm

200 mm

Thermal resistance RD, m?.K/W 1,82

225 273 3,60 4,50 545

6,81

T

8,18

9,09

Core density, kg/m?®

B7E8

Thermal conductivity coefficient Ao, W/(m-K)

<0,022

Long-term water absorption, %

NPD

Reaction to fire

F

FLAT EDGES ON FOUR SIDES

Dimensions:

1100 mm x 600 mm [covering area 0.66 m?*]

Essential characteristics
40 mm

Thickness, mm
50 mm 60 mm 80 mm 100 mm 120 mm

Thermal resistance RD, m?-K/W 1,82

2,25 273 3,60 4,50 5,45

Core density, kg/m*

7E3

Thermal conductivity coefficient Ao, W/(m-K)

<0,022

Long-term water absorption, %

NPD

Reaction to fire

F




INSULATION

Suitable for roof, wall and floor constructions in residential, industrial,
commercial and agricultural buildings.

ConPIR thermal insulation panels with PIR (polyisocyanurate) core and
glass fiber foil coating on both sides for contact with wet concrete:

Superior thermal performance

Up to 2 times better thermal insulation properties
compared to others thermal insulation materials

Thermal conductivity 0,022 W/mK
Excellent compressive strength > 100 kPa
Moisture vapour resistant

Lightweight and easy to install

For new buildings and reconstruction projects



PRECAST CONCRETE WALLS

0 Load bearing wall structure
9 ConPIR board (d-according to projects thermal calculations)

e Finishing concrete layer
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APARTMENT BUILDING

Prefabricated concrete wall panels

Prefabricated balconies

Prefabricated parapet panels

ConPIR boards (d-according to thermal calculations)
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